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�e student will be set up AND logic gate using switches.1. 

�e student will proof by experiment the truth table of AND logic gate.2. 

Procedure and Conclusions:

1. Use Loop II on the Basics Board to set up a circuit by inserting a resistor 

100Ω at the pair (K), LED at the pair (A) in a way that its positive terminal 

will be towards the point (2), switch at the pair (N), switch at the pair (M), 

and a jumper at the pair (H).

2. Connect (4.5 volt) from PSB Board to the pair (L) using a connection wire 

in a way that the positive terminal (red wire) will be towards the point (13). 

See if the LED emits light.

Case1: both switches are OFF, the LED  light, 

.Record the results in the table below. 

3. Press the first switch button and see what happens to the LED. Record logic 

values inputs and output in the table below.

Case2: First switch is ON, second switch is OFF, the LED 
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emit ...

output .Record the results in the table below. 

4. Press second switch button, see what happens to the LED. Record logic 

values inputs and output in the table below.

emit ...

output .Record the results in the table below.

5. Press both switches buttons; see what happens to the LED. Record logic 

values inputs and output in the table below.

emit ...

output .Record the results in the table below.

Input (1) Input (2) Output (F)

0 0

0 1

1 0

1 1

Notes:

For 2-input AND logic gate, there are two inputs and 

one output.

AND gate is an electronic circuit that gives a high 

output (1) only if all its inputs are high

ّIf the switch is open (switch button up), the logic value 

input should be ‘1’, and if the switch is close (switch 

button pressed), the logic value input should be ‘0’. 

If the LED emits light, the logic value output should 

be ‘1’, and if the LED doesn’t emit light, the logic value 

output should be ‘0’.


